TEMPORARY FENCE = 300 FOOT

(TO REMAIN IN PLACE THROUGHOUT

CONSTRUCTION)
INLET AND PIPE

PROTECTION = 1 EACH

TEMPORARY PAVEMENT
MARKING - LINE 24"
(WHITE)

SEQUENCE OF CONSTRUCTION:

STAGE 1 TRAFFIC:

SET UP TEMPORARY TRAFFIC CONTROL UTILIZING THESE

PLANS IN CONJUNCTION WITH STANDARD 701321.

SIDEWALK SHALL REMAIN CLOSED FOR THE DURATION OF THIS STAGE.

INSTALL TEMPORARY TRAFFIC SIGNALS AND LOOP DETECTORS AT

LOCATIONS SHOWN ON THESE PLANS AND STANDARD 701321.

PLACE TEMPORARY CONCRETE BARRIER AND PAVEMENT MARKING IN
AGCORDANCE WITH THESE PLANS AND STANDARD 701321.

REMOVE ANY CONFLICTING PAVEMENT MARKINGS.

CHANNEL ALL TRAFFIC TO SOUTH SIDE OF STRUCTURE.

STAGE 1 CONSTRUCTION:
INSTALL TEMPORARY SHEET PILING PRIOR TO ANY EXCAVATION.

REMOVE STAGE 1 PORTION OF EXISTING BOX CULVERT, CURB & GUTTER

AND PAVEMENT.

CONSTRUCT STAGE 1 PORTION OF BOX CULVERT, WIDENING, SIDEWALK

AND RIP RAP.

CONSTRUCT STAGE 1 PORTION OF DRAINAGE ITEMS.
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(SEE “TYPICAL SECTIONS’)
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SEE STD 701321 (YELLOW) LEGEND
FOR SIGNING
Yo TEMPORARY SHEET | SIGN
RIGHT PILING ,
TURN ¢ IL 185 DRUM WITH STEADY BURNING LIGHT (BI-DIRECTIONAL)
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WORK ZONE ;4.0'1 13" MIN I TYPE 11 BARRICADE
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GENERAL STAGING NOTES: R j S . KK IMPACT ATTENUATOR, TEMPORARY
1. CONTRACTOR SHALL MAINTAIN ACCESS TO ENTRANCES AT ALL [/ /] PAVEMENT REMOVAL
TIMES. NO SIGNALS WILL BE REQUIRED.
BASE COURSE WIDENING 8- / - DIRECTION OF TRAFFIC
2. ACCESS MUST BE PROVIDED TO ALL F.E's. NO SIGNALS WILL BE \/TEMPORARY
REQUIRED. VTEMPORARY
° PAVEMENT MARKING T TYPE III BARRICADE
3. THIS TRAFFIC CONTROL PLAN SHALL BE USED IN CONJUNCTION
WITH STANDARD 701321 AND AS DIRECTED BY THE ENGINEER. <> LOOP DETECTORS
HMA PAVEMENT (FULL DEPTH), 135" DOUBLE VERTICAL PANEL
STAGE 1 TYPICAL SECTION E
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